
HMD200 HMD400 UNIQUE FEATURES

3 speed switch plus unique 
fingertip-action pulse switch that stops 

and starts the motor (pulse is 120V only)

Removable cup guide pulls out  
for easy dishwasher cleanup

Operator can easily replace 
motor in minutes

120V 230V

AVAILABILITY:

120V 230V

AVAILABILITY:

Single & Triple Spindle

HMD200 / HMD400 Series

Drink Mixers

6.5"/16.5 cm

20.5"/52.1 cm

6.75"/17.1 cm

12.5"/31.8 cm

20.5"/52.1 cm

9"/22.9 cm

Single Spindle Mixer
Versatile Drink and Food Prep - Great for every-
thing from mixing ice cream shakes to "flashing" bar 
drinks to blending eggs, pancake, and waffle batter.

Performance - More powerful 1/3 Hp motor 
mixes up to twice as fast, so customers don’t 
have to wait.

Precision Motor - The motor is balanced to 
minimize vibration. Built to last with sealed, perma-
nently lubricated ball bearings.

Two-Way Motor Activation - Operators can start 
and stop mixing action by inserting the cup into the 
cup guide, or by using the pulse switch on the top 
of the mixer (pulse is 120V only).

Specifications:
Standard: Unit comes with base, motor, 
spindle, solid agitator, and stainless steel 
cup. 

Controls: 3-speed rocker switch and unique 
pulse switch (120V only)
Motor: 1/3 Hp
Weight: 15.4 lbs / 7.0 kg
Warranty: 1 year parts & labor

Triple Spindle Mixer
Optimum Output - The ideal choice for high-volume 
milkshake prep.

Performance - 1/3 Hp motors mix up to twice as fast, 
to maximize service and minimize the wait.

3 Separate Motors - Each motor works indepen-
dently and has its own power switch.

Precision Motors - Each motor is individually 
balanced to minimize vibration. All three motors are 
built to last with sealed, permanently lubricated ball 
bearings.

Two-Way Motor Activation - Operators can start 
and stop mixing action by inserting the cup into the 
cup guide, or by using the pulse switch on the top 
of the mixer (pulse is 120V only).

Specifications:
Standard: Unit comes with base, 3 motors, 
3 spindles, 3 solid agitators, and 3 stainless 
steel cups.

Controls: 3-speed rocker switch and unique 
pulse switches (120V only)
Motors: 1/3 Hp on each motor
Weight: 37 lbs / 16.783 kg
Warranty: 1 year parts & labor

230V Specifications:
HMD400-CE
HMD400-UK
HMD400-CCC

220-240V~,  50-60 HZ,  900W

RoHS COMPLIANT

120V Specifications:
120V~, 60 HZ, 900W ®

230V Specifications:
HMD200-CE
HMD200-UK
HMD200-CCC

220-240V~,  50-60 HZ,  300W

RoHS COMPLIANT

120V Specifications:
120V~, 60 HZ, 300W ®
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